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Thank you for engaging Independent Slip Testing Services.

This global guide is designed to assist in interpreting your slip resistance measurement results 

by the Pendulum and Dry Floor Friction test methods. 

Included within are excerpts from the key publications describing the slip resistance 

classifications  to achieve for specific locations...as per the current national standards for 

Australia, New Zealand, Britain, Europe, Dubai, America, China and Singapore. 

ISTS Test report formats are designed to meet all requirements of current national standards, 

including all globally recognised NATA (ILAC) accreditation guidelines and directives.

If you would like additional personalised assistance in the interpretation of your test reports,

our team is always available to assist by phone; our individual contact details are listed below...

ISTS continually revisits test reporting formats and opportunities to make interpretation as

simple and clear as possible, as national standards are revised and as accreditation requirements 

allow.

Any suggestions and feedback is welcomed, and our team is always available to help wherever 

we can.

Thanks again; have a successful day!

The ISTS team.
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Step 1.

Step 2.

Step 3.

#Note.

Minimising detergent residue build up or other contaminants.

Increasing surface texture.

Surface coatings and penetrative types.

Coatings, etchants, sandblasting, shot blasting, etc.

May be the most cost effective option in some instances.

  1.  Stair treads and a stairway landing (when dry) P3

  2.  Stair treads and a stairway landing (when wet) P4

  1.  Dry stair tread, a stair non-skid nosing strip and a stairway landing P3

  2.  Wet stair tread, a stair non-skid nosing strip and a stairway landing P4   References

  1.  Ramps not steeper than 1:14 (4.1 degrees) gradient (when dry) P3

  2.  Ramps not steeper than 1:14 (4.1 degrees) gradient (when wet) P4

  3.  Ramps steeper than 1:14 (4.1degrees)up to but not steeper than 1:8 (7.1 degrees) (when dry) P4

  4.  Ramps steeper than 1:14 (4.1 degrees) up to but not steeper than 1:8 (7.1 degrees) (when wet) P5

nb. The information provided is intended as a guide only, consult the referenced                                            

publications for further information in regards to measurement results and recommendations.                              

Nosings for Stair Treads and Landings in Buildings - Covered by NCC Volumes 1 - 2 ADDITIONAL NOTES & REFERENCES

Ramps in Buildings - Covered by NCC Volumes 1 - 2
*Table 3A- HB198:2014 "Guide to the specification and testing of slip resistance of pedestrian surfaces" Standards 

Australia Limited 2014.

*Table 2- AS 4586-2013 "Slip resistance classification of new pedestrian surface materials".

Location Classification
Surface texture

Surface replacement 

Stair Treads and Stairway Landings in Buildings - Covered by NCC Volumes 1 - 2
An internet search for 'flooring treatments' will identify surface treatment professionals in your local area.  ISTS 

recommends sourcing a number of detailed proposals when considering treatments, outlining expected slip resistance 

improvements, visual changes, clean ability and life expectancy.  

For test results that achieve a result below recommendations, the following treatment options are available to 

increase slip resistance and Reduce Your Risk!

* TABLE 3A        
NATIONAL CONSTRUCTION CODE COMPLIANCE CLASSIFICATIONS Cleaning procedures

Minimum wet pendulum test result classifications to meet Acid etching

National Construction Code requirements. Coatings and sealers

For 'Global Product Classification' test reports the 'TABLE 3A' or 'TABLE 3B' descriptions assist in identifying the product's 

suitability for various applications. 
While ISTS is solely an audit service, following is a short list of common types of treatments we see our clients using to 

improve the slip resistance of various pedestrian surface materials.

12-24 < 20

P0 <12  -

From this interpretation guide, identify the most appropriately related location description described in either 'TABLE 3A' 

(Part 1) or 'TABLE 3B' (Part 2) . Note the 'P' classification listed to the right of this description. TREATMENT OPTIONS

If the test result classification listed meets (or exceeds) the related 'P' classification from 'TABLE 3A' or 'TABLE 3B', the test 

surface is meeting the relevant requirement. 

There are two parts to this interpretation guide- Firstly the 'National Construction Code requirements', and secondly 'Other 

Particular Applications' recommendations.  

P4 45-54 40-44

P3 35-44 35-39

For the 'Global Product Classification' test results refer additional #Note below. P2 25-34 20-34

Note the test location described in the left side column of your report, and the corresponding test result 'P' classification 

achieved (listed in the far right side column) 

P1

Wet test results offer six possible outcomes- classification  'P0', 'P1', 'P2', 'P3', 'P4' or 'P5'.  
CLASSIFICATION

Pendulum* mean BPN

The classification 'P0' reflects a lesser slip resistant surface, while 'P5' classification reflects the greatest slip resistance 

classification.

Four S rubber ( Slider 96 ) TRL rubber ( Slider 55 )

P5 >54 >44

INTERPRETING WET TEST RESULTS *TABLE 2  Classification of Pedestrian Surface Materials according to the                                        

AS 4586-2013 wet pendulum test
 How to interpret your wet test report…

WET TEST RESULTS INTERPRETATION GUIDE (Part 1)- NATIONAL CONSTRUCTION CODE (AUSTRALIAN STANDARD)
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P5

 2.  External ramps including sloping driveways, footpaths, etc., under 1:14 (4.1
0
), external sales areas P4

       (eg. markets), external car p 

       balconies, verandas, carports, driveways, courtyards and roof decks

 3.  Undercover car parks P3

 1.  Entries and access areas including… Wet area P3

       hotels, offices, public buildings, schools, kindergartens, Transitional area P2

       internal lift lobbies and common areas of public buildings Dry area P1 (see Note 3)

 2.  Toilet facilities in offices, hotels and shopping centres P3

 3.  Hotel apartment bathrooms, ensuites and toilets P2

 4.  Hotel apartment kitchens and laundries P2

 1.  Loading docks under cover and commercial kitchens P5

 2.  Serving areas behind bars in public hotels and clubs, cold stores and freezers P4

      Supermarkets and Shopping Centres

 1.  Fast food outlets, buffet food servery areas, food courts and fast food dining areas in shopping  centres P3

P3

P3

 4.  Supermarket aisles (except fresh food areas) P1 (see Note 3)

 5.  Other separate shops inside shopping centres - wet P3

 6.  Other separate shops inside shopping centres - dry P1 (see Note 3)

 1.  Swimming pool ramps and stairs leading to water P5   References

 2.  Swimming pool surrounds and communal shower rooms P4

 3.  Communal changing rooms P3

P3

P3

P2

      Hospitals and Aged Care Facilities
nb. The information provided is intended as a guide only, consult the referenced                                            

publications for further information in regards to measurement results and recommendations.                                
 1.  Bathrooms and ensuites in hospitals and aged care facilities

 2.  Wards and corridors in hospital and aged care facilities

ADDITIONAL NOTES & REFERENCES

      Swimming Pools and Sporting Facilities

*Table 3B- HB198:2014 "Guide to the specification and testing of slip resistance of pedestrian surfaces" Standards 

Australia Limited 2014.

 4.  Undercover concourse areas of sports stadiums *Table 2- AS 4586-2013 "Slip resistance classification of new pedestrian surface materials".

Notwithstanding, some smooth and polished floor surfaces, which do not achieve Classification P1, may be 

considered to provide a safe walking environment for normal pedestrians walking at a moderate pace, 

provided the surface is kept clean and dry; however, should these surfaces become contaminated by either 

wet or dry materials, or be used by pedestrians in any other manner, then they may become unsafe. 

Therefore, the type of maintenance, the in-service inspection of floors, other environmental conditions and 

use should be taken into account when selecting such products.   2.  Shop and supermarket fresh fruit and vegetables  area

 3.  Shop entry areas with external entrances

P1 12-24 < 20

P0 <12  -

      Hotels, Offices, Public Buildings, Schools and Kindergartens

P1 (see Note 3)

 Note 3.

The minimum classification listed in Table 3B is P1. It is inappropriate for Table 3B to list the lower 

classification, P0, since there is no lower limit on Classification P0.

      Loading Docks, Commercial Kitchens, Cold Stores, Serving Areas

P3 35-44 35-39

P2 25-34 20-34

      External Pavements and Ramps P5 >54 >44

 1.  External ramps including sloping driveways, footpaths etc. steeper than 1 in 14 (4.1
0
) P4 45-54 40-44

Location Classification Classification
Pendulum* mean BPN

Four S rubber ( Slider 96 ) TRL rubber ( Slider 55 )

* TABLE 3B         Minimum wet pendulum test result classifications for other applications where the NCC does not apply.
*TABLE 2 Classification of Pedestrian Surface Materials according to the                                         

AS 4586-2013 wet pendulum test

WET TEST RESULTS INTERPRETATION GUIDE (Part 2)- OTHER APPLICATIONS...NON NCC (AUSTRALIAN STANDARD)
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Test Result Mean Value

(COF)

≥ 0.40
< 0.40

1. The mean test average is ≥0.40, however the result is ‘D0' classification ?
A. Minimising detergent residue build up or other contaminants.

Increasing surface texture.

2.

A. * Indicates part of a test run registered under 0.40. Coatings, etchants, sandblasting, shot blasting, etc.

** Indicates part of a test run registered less than 0.35 resulting in a compulsory 'D0' classification. May be the most cost effective option in some instances.

3. Why are test results rounded to the nearest 0.05?

A. As described in the relevant standards, the mean result of Test 1 & Test 2 is rounded to nearest 0.05.

4. What is the classification requirement for particular locations as stated in publication #HB198:2014?

A.

5. How about dry testing for external areas?

A.

6. How do I improve the slip resistance of a surface currently achieving ‘D0’ classification?
A.

*Table 3- AS 4586-2013 "Slip resistance classification of new pedestrian surface materials".

Many treatments and procedures are available to improve slip resistance.  Treatment options will vary depending  on the 

type of surface and whether a sealed or unsealed finish is required. Described on the right are a list of options to improve 

slip resistance and Reduce Your Risk!

#HB198:2014 "Guide to the specification and testing of slip resistance of pedestrian surfaces".

nb. The information provided is intended as a guide only, consult the referenced                                        

publications for further information in regards to measurement results and recommendations.

Dry slip resistance measurement does not apply to external surfaces. If a pedestrian surface is likely to become wet and

remain wet for any significant period of time, wet pendulum testing is the appropriate test method.  References

The mean of the test results should be equal to or greater than 0.40 and each individual result should be equal to or greater

than 0.35. If either of this criteria is not met, the lot shall be considered to be ‘D0' classification. 
Cleaning procedures

Acid etching

What does * and ** mean? Coatings and sealers Surface coatings and penetrative types.

Surface texture

Surface replacement 

An internet search for 'flooring treatments' will identify surface treatment professionals in your local area.  ISTS 

recommends sourcing a number of detailed proposals when considering treatments, outlining expected slip 

resistance improvements, visual changes, clean ability and life expectancy.  

The Australian testing standards provide classification criteria for dry test results. Handbook HB198 does not provide

interpretation of dry test results.

ADDITIONAL NOTES & REFERENCES

Step 2. If the test result classification listed is 'D1', the test surface is meeting the relevant recommendations. TREATMENT OPTIONS

For test results that achieve a result below recommendations, the following treatment options are available 

to increase slip resistance and Reduce Your Risk!

FREQUENTLY ASKED QUESTIONS 

While ISTS is solely an audit service, following is a short list of common types of treatments we see our clients using to 

improve the slip resistance of various pedestrian surface materials…

The classification 'D0' reflects a less slip resistant surface, while the recommended 'D1' classification reflects a greater slip 

resistant surface.

(AS 4586-2013)

D1

Step 1. Note the test location described in the left side column of your report, and the corresponding test result classification 

achieved (listed in the far right side column).

D0

INTERPRETING DRY TEST RESULTS *TABLE 3 Classification of Pedestrian Surface Materials according to the                                

AS 4586-2013 dry floor friction test 
  How to interpret your dry test report…

Dry test results offer two possible outcomes- classification 'D0' or classification 'D1'.  Classification Result

DRY TEST RESULTS INTERPRETATION GUIDE (AUSTRALIAN STANDARD)
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Step 1. V  

W

X

Y

Z

Pendulum

W

V

X

Z

Z Cleaning procedures Detergent residues can build up over time with heavy detergent use.

X Acid etching For tiled surfaces. Can vary in performance with different tile types.

X Wet sand/ Soda blasting To obtain a textured finish to tiles and other hard surfaces (may require sealing).

Z Shot blasting More extreme treatment to wet sand blasting (may require sealing).

Z Textured coatings Ensure a consistent texture is achieved.

X Surface replacement Replacement surface may be the most cost effective option in some locations

X

Z

X

Z

X

X R' Ratings The Ramp 'R' ratings are obtained using the ramp test.  An 'R' rating can not be achieved for in-situ testing.

W There is no correlation between 'R' ratings and wet pendulum test results.

V References

X

X *Table 2- AS/NZS.4586:2004 Slip resistance classification of new pedestrian surfaces & AS/NZS.4663:2004 

X Slip resistance measurement of existing pedestrian surfaces 

W

W

 21. Accessible internal stair nosings (dry areas)- handrails present

 22. Accessible internal stair nosings (wet areas)- handrails present *The information provided is intended as a guide only, consult the referenced publications for further information in regards to 

measurement results and recommendations 23. External stair nosings

 16. Communal changing rooms

 17. Swimming pool surrounds and communal shower rooms

 18. Swimming pool ramps and stairs leading to water *Table 1- HB197:1999 "An Introductory Guide to the Slip Resistance of Pedestrian Surface Materials" CSIRO 

1999 and Standards Australia 1999  19. Toilet facilities in offices, hotels, shopping centres

 20. Undercover concourse areas of sports stadium

 15. Shop and supermarket fresh fruit & vegetable areas ADDITIONAL NOTES & REFERENCES

 5.   Shopping centre (excluding food court)

 6.   Shopping centre food court

 7.   Internal ramps, slopes (greater than 2 degrees) -dry areas

 8.   Lift lobbies above external entry level

 9.   Other separate shops inside shopping centres

 10. Other shops with external entrances- entry area

 11. Fast food outlets, buffet food servery areas An internet search for 'flooring treatments' will identify surface treatment professionals in your local area.  ISTS recommends sourcing a number 

of detailed proposals when considering treatments, outlining expected slip resistance improvements, visual changes, clean ability and life 

expectancy.   

 12. Hospitals and aged care facilities- dry areas

 13. Hospitals and aged care facilities- ensuites

 14. Supermarket aisles except fresh food areas

 1.   External colonnade, walkways & pedestrian crossings For surfaces that achieve a BPN result below the recommendations the following are options are available to

 2.   External ramps increase slip resistance and Reduce Your Risk!

 3.   Entry foyers hotel, office & public buildings -wet areas While ISTS is solely an audit service, following is a short list of common types of treatments                                                      

we see our clients using to improve the slip resistance of various pedestrian surface materials… 4.   Entry foyers hotel, office & public buildings -dry areas

Location TREATMENT OPTIONS

35-44  - (Moderate)

*TABLE 1 25-34  - (High)

Pedestrian flooring selection guide- Minimum pendulum recommendations <25  - (Very High)

 for specific locations (HB197:1999)

If the test result classification reported meets (or exceeds) the related classification from 'TABLE 1' 

below, the test surface is meeting the relevant requirement. 

>54 >44 (Very Low)

45-54 40-44 (Low)

 How to interpret your wet test report… Classification of Pedestrian Surface Materials (AS/NZS.4586:2004)

Wet test results offer five possible outcomes- classification  'V', 'W', 'X', 'Y' or 'Z'.  Interpretation of the Wet Pendulum Results (AS/NZS.4663:2004)

The classification 'Z' reflects a lesser slip resistant surface, while 'V' classification reflects the greatest 

slip resistance classification.

Pendulum* mean BPN
Classification

Notional contribution of the floor surface 

Four S rubber TRL rubber  to the risk of slipping when water wet

INTERPRETING WET TEST RESULTS *TABLE 2 

WET TEST RESULTS INTERPRETATION GUIDE (NEW ZEALAND STANDARD)
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Test Result Mean Value

(COF)

≥ 0.40
< 0.40

1. The mean test average is ≥0.40, however the result is ‘G' classification ?
A. Minimising detergent residue build up or other contaminants.

Increasing surface texture.

2.

A. * Indicates part of a test run registered under 0.40. Coatings, etchants, sandblasting, shot blasting, etc.

** Indicates part of a test run registered less than 0.35 resulting in a compulsory 'G' classification'. May be the most cost effective option in some instances.

3. Why are test results rounded to the nearest 0.05?

A. As described in the relevant standards, the mean result of Test 1 & Test 2 is rounded to nearest 0.05.

4.

A.

5. How about dry testing for external areas?

A.

6. How do I improve the slip resistance of a surface currently achieving ‘G’ classification?
A.

ADDITIONAL NOTES & REFERENCES
Dry slip resistance measurement does not apply to external surfaces. If a pedestrian surface is likely to become wet and

remain wet for any significant period of time, wet pendulum testing is the appropriate test method.  References

*TABLE 1- HB197:1999 "An Introductory Guide to the Slip Resistance of Pedestrian Surface Materials" CSIRO 1999 and 

Standards Australia 1999 Many treatments and procedures are available to improve slip resistance.  Treatment options will vary depending  on the 

type of surface and whether a sealed or unsealed finish is required. Described on the right are a list of options to improve 

slip resistance and Reduce Your Risk!

nb. The information provided is intended as a guide only, consult the referenced publications for further information 

in regards to measurement results and recommendations.

Surface texture

Surface replacement 

An internet search for 'flooring treatments' will identify surface treatment professionals in your local area.  ISTS 

recommends sourcing a number of detailed proposals when considering treatments, outlining expected slip 

resistance improvements, visual changes, clean ability and life expectancy.  
What is the classification requirement for particular locations as stated in publication SS 485:2011 Annex B?

The New Zealand testing standard indicates floors should have a dry floor friction classification of F unless normal usage

dictates that the floor should have a low dry coefficient of friction, eg. dance floors.

Surface coatings and penetrative types.

  Step 2. If the test result classification listed is 'F', the test surface is meeting the relevant recommendations. TREATMENT OPTIONS

For test results that achieve a result below recommendations, the following treatment options are available 

to increase slip resistance and Reduce Your Risk!

FREQUENTLY ASKED QUESTIONS 

While ISTS is solely an audit service, following is a short list of common types of treatments                              

we see our clients using to improve the slip resistance of various pedestrian surface materials…

The mean of the test results should be equal to or greater than 0.40 and each individual result should be equal to or greater

than 0.35. If either of this criteria is not met, the lot shall be considered to be ‘G' classification’. 
Cleaning procedures

Acid etching

What does * and ** indicate? Coatings and sealers

The classification 'G' reflects a less slip resistant surface, while the recommended 'F' classification reflects a greater slip 

resistant surface.

(AS/NZS.4663:2004)

F (Moderate to Very Low)

  Step 1. Note the test location described in the left side column of your report, and the corresponding test result classification 

achieved (listed in the far right side column).

G (High to Very High)

INTERPRETING DRY TEST RESULTS *TABLE 3                                                                               

Classification of pedestrian surface materials according to the dry floor friction test.
  How to interpret your dry test report…

Dry test results offer two possible outcomes- classification 'F' or classification 'G'.  Classification (Notional contribution to risk)

DRY TEST RESULTS INTERPRETATION GUIDE (NEW ZEALAND STANDARD)
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1. Sampling

Step 1 The test sample for testing should be a consistent indicator of the  

Step 2 product to be classified for sales purposes or the batch to be delivered

2. Test Direction

Testing is performed in the direction as indicated on underside of test

3. Pre-test Cleaning

Cleaning is performed prior to testing with potable water and thoroughly

dried with a lint free cloth.

When tests are being made to investigate perceived problems with the

4. Slider Conditioning

Slider conditioning is performed with #60 Grade slicon carbide abrasive 

cloth prior to testing as per ASTM requirements

1. Cleaning procedures Detergent residue build up or other contaminants 5. Results Interpretation

2. Surface sealers Lifecycle, application of sealer, product performance The results interpretation is an excerpt from 'The UK Slip Resistance

3. Anti-Slip treatments Coatings, etchants, sandblasting, etc.

4. Surface replacement  Institute of America, Inc.

Low Slip Potential 36+
surface, they may be carried out with the surface in it's 'as found' state.

TREATMENT OPTIONS

For test results that achieve a result below the recommendations the following are 

options to increase slip resistance and Reduce Your Risk!

Group Guidelines Issue 5 / 2016' endorsed by The Ceramic Tile

Surface suitability

For treatment suppliers in your local area search the internet for options listed above or in the yellow pages 'flooring 

treatments' section.  ISTS recommends sourcing a number of detailed proposals when considering treatments, outlining 

expected slip resistance improvements, visual changes, clean ability and life expectancy.  

* The information provided is intended as a guide only, consult the publications ASTM E303-22 'Standard Test 

Method for Measuring Surface Frictional Properties Using the British Pendulum Tester' and 'The UK Slip Resistance 

Group Guidelines Issue 5 / 2016' for further information in regards to measurement guidelines and assessing test 

results.

specimen

High Slip Potential 0-24

Moderate Slip Potential 25-35

Note the classification result on the test report. 

Compare result to the recommended classification of ‘Low Slip Potential’ 

SLIP POTENTIAL BPN

(UKSRG) (TRL rubber)

INTERPRETING TEST RESULTS FREQUENTLY ASKED QUESTIONS 

TEST RESULTS INTERPRETATION GUIDE (AMERICAN STANDARD)
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1. Sampling

Step 1 Test areas may be selected either in a strict pattern or on a random 

Step 2 basis.  Testing is carried out in a minimum three directions.   

Sampling rate may be increased, particularly if there are wide variation 

in results.

2. Test Direction

Testing is performed t 0, 45 & 90 degrees

Report result achieved from set of swings with lowest PTV outcome

3. Sample Cleaning

Testing performed in as found condition unless otherwise stated on report

1. Cleaning procedures Detergent residue build up or other contaminants 

2. Surface sealers Lifecycle, application of sealer, product performance

3. Anti-slip treatments Coatings, etchants, sandblasting, etc.

4. Surface replacement 

For test results that achieve a result below the recommendations the following are 

options to increase slip resistance and Reduce Your Risk!

* The information provided is intended as a guide only, consult the publications 'BS EN 

16165:2021 Determination of Slip resistance of pedestrian surfaces- Methods of evaluation' for 

further information in regards to measurement guidelines.  Surface suitability

For treatment suppliers in your local area search the internet for options listed above or in the yellow pages 

'flooring treatments' section.  ISTS recommends sourcing a number of detailed proposals when considering 

treatments, outlining expected slip resistance improvements, visual changes, clean ability and life expectancy.  'Slip potential' table referenced from 'The UK Slip Resistance Group Guidelines Issue 5 / 2016'.

TREATMENT OPTIONS

Note the classification result on the test report. 

Compare result to the recommended UKSRG guidelines

SLIP POTENTIAL (UKSRG guidelines)
PTV96 /

PTV57

High Slip Potential 0-24

Moderate Slip Potential 25-35

Low Slip Potential 36+

ADDITIONAL NOTES & REFERENCES

INTERPRETING TEST RESULTS FREQUENTLY ASKED QUESTIONS 

TEST RESULTS INTERPRETATION GUIDE (BRITISH & EUROPE STANDARD)

Form # 1.1.  Revision date: 16-01-2023



1. Sampling

Step 1 The test sample for testing should be a consistent indicator of the  

Step 2 product to be classified for sales purposes or the batch to be delivered

Requirement'

2. Test Direction

Testing is performed in the direction as indicated on underside of test

3. Pre-test Cleaning

Cleaning is performed prior to testing with potable water and thoroughly

dried with a lint free cloth.

When tests are being made to investigate perceived problems with the

4. Slider Conditioning

Slider conditioning is performed with the test surface in a dry state

prior to testing as per GB/T requirements

1. Cleaning procedures Detergent residue build up or other contaminants 5. Results Interpretation

2. Surface sealers Lifecycle, application of sealer, product performance Wet Resistance Slip Requirement >35 RSV

3. Anti-Slip treatments Coatings, etchants, sandblasting, etc.

4. Surface replacement 

Meeting Standard Requirement 36+

surface, they may be carried out with the surface in it's 'as found' state.

TREATMENT OPTIONS

For test results that achieve a result below the recommendations the following are 

options to increase slip resistance and Reduce Your Risk!

Surface suitability

For treatment suppliers in your local area search the internet for options listed above or in the yellow pages 'flooring 

treatments' section.  ISTS recommends sourcing a number of detailed proposals when considering treatments, outlining 

expected slip resistance improvements, visual changes, clean ability and life expectancy.  

* The information provided is intended as a guide only, consult the Chinese Standard publication GB/T.35153-2017 

'防滑陶瓷砖 Slip Resistance Ceramic Tile' for further information in regards to measurement guidelines and 

assessing test results.

Not Meeting Standard Requirement 0-35

INTERPRETING TEST RESULTS FREQUENTLY ASKED QUESTIONS 

Note the classification result on the test report. 

Compare result to the recommended classification of ‘Meeting Standard 

Wet Resistance Slip Resistance Slip Value (RSV)- Slider 55 (TRL)
specimen

TEST RESULTS INTERPRETATION GUIDE (CHINESE STANDARD)
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 How to interpret your pendulum method wet test report…
1. Compare the test location description from your test report to the Dubai Universal Design Code (Table 2) descriptions below…identify the most appropriate comparable environment to determine performance.

Cleaning procedures

Acid etching

Wet sand/ Soda blasting

Shot blasting

Textured coatings Ensure a consistent texture is achieved.

Surface replacement 

References

1 *Table 2  Pavement Slip Resistance

Dubai Universal Design Code

2

Method for measurement of slip/skid resistance of a surface:

The Pendulum Test
Inclined surfaces with 5% slopes or greater 45 or More

Streets pavement, swimming pools and 

showers
45 or More

*The information provided is intended as a guide only, consult the referenced publications for 

further information in regards to measurement results and recommendations

Wet Areas and Outdoor ADDITIONAL NOTES & REFERENCES

Level Surface
Between 35 and 45

Inclined surfaces with slopes less than 5%
(February 2017)

European Standard EN 13036-4:2011

Replacement surface may be the most cost effective 

option in some locations
Level Surface

Between 15 and 35

Inclined surfaces with slopes less than 5% An internet search for 'flooring treatments' will identify surface treatment professionals in your local 

area.  ISTS recommends sourcing a number of detailed proposals when considering treatments, outlining 

expected slip resistance improvements, visual changes, clean ability and life expectancy.   Inclined surfaces with 5% slopes or greater 35 or More

Floor Pavement Slopes Pendulum Test Value (PTV)
To obtain a textured finish to tiles and other hard surfaces 

(may require sealing).

More extreme treatment to wet sand blasting (may 

require sealing).
Dry Areas Indoor

* Table 2. Pavement slip resistance

TREATMENT OPTIONS

For surfaces that achieve a BPN result below the recommendations the following are 

options are available to increase slip resistance and Reduce Your Risk!

Detergent residues can build up over time with heavy 

detergent use.

Pavement Slip Resistance
For tiled surfaces. Can vary in performance with different 

tile types.

INTERPRETING PENDULUM TEST RESULTS

2. Compare the Pendulum Test Value (PTV) result for location reported to the identified recommended PTV…note if the test area's reported outcome meets, exceeds, or is found to be underperfroming to the Dubai Universal Design Code

TEST RESULTS INTERPRETATION GUIDE: PENDULUM TEST EN 13036 (Referencing Dubai Universal Design Code Table 2) Page #: 5 of 5
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Classification

(Annex E)

Step 1. V  

W

X

Y

Z

Pendulum

W

V

X

Z

Z Cleaning procedures Detergent residues can build up over time with heavy detergent use.

X Acid etching For tiled surfaces. Can vary in performance with different tile types.

X Wet sand/ Soda blasting To obtain a textured finish to tiles and other hard surfaces (may require sealing).

Z Shot blasting More extreme treatment to wet sand blasting (may require sealing).

Z Textured coatings Ensure a consistent texture is achieved.

X Surface replacement Replacement surface may be the most cost effective option in some locations

X

Z

X

Z

X

X

W R' Ratings The Ramp 'R' ratings are obtained using the ramp test.  An 'R' rating can not be achieved for in-situ testing.

V There is no correlation between 'R' ratings and wet pendulum test results.

X References

X *Table 2 - SS 485 : 2011 Slip resistance classification of public pedestrian surface materials

X

W

W

INTERPRETING WET TEST RESULTS *TABLE 2 

35 to 44 (Moderate)

 How to interpret your wet test report… Slip Resistance Classification of Public Pedestrian Surface Materials

Wet test results offer five possible outcomes- classification  'V', 'W', 'X', 'Y' or 'Z'.  (SS 485 : 2011)

The classification 'Z' reflects a lesser slip resistant surface, while 'V' classification reflects the greatest 

slip resistance classification.

Mean British Pendulum Number (BPN) Notional contribution of the floor surface 

(Four S rubber)  to the risk of slipping when wet

If the test result classification reported meets (or exceeds) the related classification from 'TABLE E.1' 

below, the test surface is meeting the relevant requirement. 

> 54 (Very Low)

45 to 54 (Low)

*TABLE E.1 25 to 34 (High)

Pedestrian flooring selection guide -Minimum pendulum recommendations                                        

for specific locations (SS 485 : 2011 Annex E)

< 25 (Very High)

Location TREATMENT OPTIONS

 1.   External colonnade, walkways & pedestrian crossings For surfaces that achieve a BPN result below the recommendations the following are options are available to

 2.   External ramps increase slip resistance and Reduce Your Risk!

An internet search for 'flooring treatments' will identify surface treatment professionals in your local area.  ISTS recommends sourcing a number 

of detailed proposals when considering treatments, outlining expected slip resistance improvements, visual changes, clean ability and life 

expectancy.   

 12. Hospitals and aged care facilities- dry areas

 13. Hospitals and aged care facilities- ensuites

 3.   Entry foyers hotel, office & public buildings -wet areas While ISTS is solely an audit service, following is a short list of common types of treatments                                                      

we see our clients using to improve the slip resistance of various pedestrian surface materials… 4.   Entry foyers hotel, office & public buildings -dry areas

 5.   Shopping centre (excluding food court)

 6.   Shopping centre food court

 7.   Internal ramps, slopes (greater than 2 degrees) -dry areas

 8.   Lift lobbies above external entry level

 9.   Other separate shops inside shopping centres

 10. Other shops with external entrances- entry area

 11. Fast food outlets, buffet food servery areas

 14. Supermarket aisles except fresh food areas

ADDITIONAL NOTES & REFERENCES

 16. Communal changing rooms

 17. Swimming pool surrounds and communal shower rooms

 19. Toilet facilities in offices, hotels, shopping centres *Table E.1 - SS 485 : 2011 Slip resistance classification of public pedestrian surface materials.

 18. Swimming pool ramps and stairs leading to water

 15. Shop and supermarket fresh fruit & vegetable areas

 20. Undercover concourse areas of sports stadium

 21. Accessible internal stair nosings (dry areas)- handrails present

 22. Accessible internal stair nosings (wet areas)- handrails present *The information provided is intended as a guide only, consult the referenced publications for further information in regards to 

measurement results and recommendations 23. External stair nosings

WET TEST RESULTS INTERPRETATION GUIDE (SINGAPORE STANDARD)
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Test Result Mean Value

(COF)

≥ 0.40
< 0.40

1. The mean test average is ≥0.40, however the result is ‘G' classification ?
A. Minimising detergent residue build up or other contaminants.

Increasing surface texture.

2.

A. * Indicates part of a test run registered under 0.40. Coatings, etchants, sandblasting, shot blasting, etc.

** Indicates part of a test run registered less than 0.35 resulting in a compulsory 'G' classification'. May be the most cost effective option in some instances.

3. Why are test results rounded to the nearest 0.05?

A. As described in the relevant standards, the mean result of Test 1 & Test 2 is rounded to nearest 0.05.

4.

A.

5. How about dry testing for external areas?

A.

6. How do I improve the slip resistance of a surface currently achieving ‘G’ classification?
A.

INTERPRETING DRY TEST RESULTS *TABLE 3                                                                               

Classification of pedestrian surface materials according to the dry floor friction test.
  How to interpret your dry test report…

Dry test results offer two possible outcomes- classification 'F' or classification 'G'.  Classification (Notional contribution to risk)

The classification 'G' reflects a less slip resistant surface, while the recommended 'F' classification reflects a greater slip 

resistant surface.

(SS 485:2011)

F (Moderate to Very Low)

  Step 1. Note the test location described in the left side column of your report, and the corresponding test result classification 

achieved (listed in the far right side column).

G (High to Very High)

Surface coatings and penetrative types.

  Step 2. If the test result classification listed is 'F', the test surface is meeting the relevant recommendations. TREATMENT OPTIONS

For test results that achieve a result below recommendations, the following treatment options are available 

to increase slip resistance and Reduce Your Risk!

FREQUENTLY ASKED QUESTIONS 

While ISTS is solely an audit service, following is a short list of common types of treatments                              

we see our clients using to improve the slip resistance of various pedestrian surface materials…

The mean of the test results should be equal to or greater than 0.40 and each individual result should be equal to or greater

than 0.35. If either of this criteria is not met, the lot shall be considered to be ‘G' classification’. 
Cleaning procedures

Acid etching

What does * and ** indicate? Coatings and sealers

Surface texture

Surface replacement 

An internet search for 'flooring treatments' will identify surface treatment professionals in your local area.  ISTS 

recommends sourcing a number of detailed proposals when considering treatments, outlining expected slip 

resistance improvements, visual changes, clean ability and life expectancy.  
What is the classification requirement for particular locations as stated in publication SS 485:2011 Annex B?

The Singapore testing standard indicates floors should have a dry floor friction classification of F unless normal usage

dictates that the floor should have a low dry coefficient of friction, eg. dance floors.

ADDITIONAL NOTES & REFERENCES
Dry slip resistance measurement does not apply to external surfaces. If a pedestrian surface is likely to become wet and

remain wet for any significant period of time, wet pendulum testing is the appropriate test method.  References

*Table 3- SS 485:2011 "Specificatoin for slip resistance classification of pedestrian surface materials" Annex B.  Page 

10.  Singapore Standards Council.Many treatments and procedures are available to improve slip resistance.  Treatment options will vary depending  on the 

type of surface and whether a sealed or unsealed finish is required. Described on the right are a list of options to improve 

slip resistance and Reduce Your Risk!

nb. The information provided is intended as a guide only, consult the referenced publications for further information 

in regards to measurement results and recommendations.

DRY TEST RESULTS INTERPRETATION GUIDE (SINGAPORE STANDARD)
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Slip Resistance Classifications…Your Marketing Advantage

Considering Slip Resistance Classifications In-house?…
www.sliptestingequipment.com

Independent Slip Testing Services is a global leader in accredited slip resistance measurement 

and classification of pedestrian surface materials.

If you are selecting, purchasing or installing pedestrian surface materials, an independent, 

accredited classification is a useful tool providing confidence to all stakeholders the product will 

perform as specified.

TILES PAVERS STONE TIMBER VINYL RUBBER METAL TAPES COATINGS GRATINGS CONCRETE 

CARPETS STEP-NOSINGS TACTILES MOSAICS GLASS 

Contact us any time if you have questions.

Have a successful day!

ISTS 是经过认证的防滑测量和行人表面材料分类的全球领导者。

如果您正在选择，购买或安装行人表面材料，则独立的认可分类是一种有用的工具，可为

产品按规定执行的所有利益相关者提供信心。

请随时与我们联系。

有一个成功的一天！
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